EXISTING POLE

CONCRETE CAP
11,5 CHAMFER

NEW GRADE
(1" MIN.)
‘ WELD NUT
(SEE NOTE #2)

EPOXY BONDING AGENT

EXISTING
GRADE
EXISTING
FOUNDATION
CAP NOTES

1. REMOVE CONCRETE AS REQUIRED FOR MINIMUM CAP

2. ATTACH ANCHOR BOLT EXTENSION TO EXISTING ANCHOR
BOLT AND WELD IN PLACE

3. FOUNDATION EXTENSION SHALL BE FORMED

4. RESET POLE AFTER CONCRETE HAS CURED

5. RECONNECT ELECTRICAL POWER AND GROUND

LIGHT POLE FOUNDATION EXTENSION

MNCHOR BOLT LAYOUT AS REQUIRED
BY FOLE MANUFACTURER

A

TAF ELEV =T/C + 6" (IN ISLANDS)

T/F ELEV = PYT.GRADE + 24" (IN PAVEMCNTJ—-—7
HARDWARE AND TOP 10" OF
ANCHOR BOLTS SHALL BE .
GALYANIZED OR RUST PROOF N

TREATED >

LENGTH AS SPECIFIED BY {
POLE MANUFACTURER

e FINISHED GRADE

CLASS X CONCRETE
(CHAMFER EXPOSED EDGES)

I

U (24'RI PYVC
CONDUIT 90" ELL FITTINGS
SEE PLAN SHEETS FOR
LIGHTING LAYOUT AND CABLE
ORIENTATION

ANCHOR BOLTS AS SUPPLIED /

~—BOTTOM OF CABLE
TRENCH (TYPICAL}

BY POLE MANUFACTURER

5/8'% x 8 LONG COPPERWELD
GROUND ROD (CONNECT TO POLE
USING 1/C NO. 10,600V

COPPER CABLE)

SECTION A-A
LIGHT POLE FOUNDATION

FLOW
DIRECTION

SLOPE INSTALLATION

NOTES:

1. PREPARE SOIL BEFORE INSTALLING BLANKETS: -INCLUDING APPLICATION
OF LIME. FERTILIZER., AND SEED.

2. BEGIN AT THE TOP OF THE SLOPE (DR CHANNEL) BY ANCHORING THE
BLANKET IN A 6" DEEP X 6" WIDE TRENCH. BACKF [LL AND COMPACT
THE TRENCH AFTER STAPLING.

3. ROLL THE BLANKETS DOWN (STARTING AT DOWNSTREAM PROCEEDING
UPSTREAM) HORIZONTALLY ACROSS THE SLOPE.

4. THE EDGES OF PARALLEL BLANKETS MUST BE STAPLED WITH AN
APPROXIMATE (MIN) 4" DVERLAP.

5. WHEN BLANKETS MUST BE SPLICED DOWN THE SLOPE. PLACE
BLANKETS END OVER END (SHINGLE STYLE) WITH APPROXIMATELY A
(MIN) 6” OVERLAP. USE A DOUBLE ROW OF - STAGGERED STAPLES
4" APART TO SECURE BLANKETS.

6. IN HIGH. FLOW CHANNEL APPLICATIONS. A STAPLE CHECK SLOT IS
RECOMMENDED AT 30 TO 40 FOOT INTERVALS. USE A ROW OF STAPLES
4" APART OVER ENTIRE WIDTH OF THE CHANNEL. PLACE A SECOND
ROW 4” BELOW THE FIRST ROW IN A STAGGERED PATTERN.

7. THE TERMINAL END OF THE BLANKETS MUST BE ANCHORED IN A
6" DEEP X 6" WIDE TRENCH. BACKFILL AND COMPACT THE TRENCH

AFTER STAPL ING. NOT TO SCALE

EROSION

CONTROL

BLANKET
DETAIL

‘REVISED:01-01-C9

u-1

-PAVEMENT AND BASE REMOVAL NEENAH R-1713 FRAME & LID
INCIDENTAL TO FRAME AND W/T SEAL OR R-1916C

| GRATE ADJUSTMENT WORK / CIN FLODD PLAIN)
/ OR AS DIRECTED BY ENGINEER

FINISHED PAVEMENT

HOT~MIX ASPHALT

PRECAST CONCRETE ADJUSTING
SURFACE COURSE—,

RINGS (8" MAX.)

- PROVIDE EXTERNAL OR INTERNAL
MANHOLE CHIMNEY SEAL

=~ PROVIDE 3” VERTICAL LIP
ON CONE SECTION OR FLAT TOP

HOT MIX ASPHALT r Y P :S {SANITARY SEWER ONLY)
BINDER COURSE . N 1~

/ > s 11" &
SAWCUT LINE J s R
TOP OF MASONRY e
/

7 \ MORTAR (IN PAVED AREAS)
/| . - BUTYL RUBBER MATERIAL
CONCRETE APRON _/ 5 16" 0.C. (N LANDSCAPED AREAS)
(3.000 PSI)

TWO (2) BUTYL RUBBER
MATERIAL STRIPS AND/OR
RUBBER GASKET TYPICAL

A STEEL REINFORCED

A POL YURETHANE STEPS
J 127 wioey

ey

"

{

NOTE:

THE REQUIRED MANHOLE FRAME AND GRATE ADJUSTMENTS.
DUE TO THE PAVEMENT RESURFACING. INCLUDING POURING
OF CONCRETE APRON,SHALL BE PERFORMED BEFORE
PLACING HOT-MIX ASPHALT SURFACE COURSE.

NQOT TO SCALE

STRUCTURE
FRAME & GRATE
ADJUSTMENT
DETAIL

REVISED:01~01-09

— GUTTER AT FACE OF CURB
EDGE OF PAVEMENT / TOP OF CURS

FINISHED GRADE

BACKFILL WITH "FA6” OR "CA6” REFILL
MATERIAL IN AREAS WHERE THE TRENCH
RUNS UNDER THRE ROAD OR PARKING
LOT AREAS.

/S 1/

\\——GUTTER AT FACE OF CURB

TRANSITION DETAIL FROM REVERSE PITCH TO
STANDARD PITCH CURB AND GUTTER (B6.12)

NOT TO SCALE

& :
NN NN
N : YN
IR, IR
- TN
I I S v\\\\\~A12" WIDE PLASTIC SHEET
- iy .'.\\\\\\_?.5 mm THICK
O_ 6" WIDE. RED. POLYETHYLENE,
5 o METALLIC LINDED WARNING TAPE
CONDUIT SUPPORT __// NG WITH BLACK LEGEND READING:

AT EVERY 10’ AND
3’ BEFORE EVERY J.B.

TE
NI
I

= ; CAUTION BURIED ELECTRIC LINE
127 MIN \PVC

CONDUIT TRENCH DETAIL
NOT TO SCALE
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